
 

 

 

 

 

 

 

 

 

 

Motor 

750W, grease packed ball bearing, air-cooled, 110V/60Hz, 220V/50Hz, Single phase 

Controls 

Spar Mixer controls are side-mounted to give easy access in cramped kitchen environments 

Attachment Hub 

#10 Attachment Hub can use Pasta Kit, Meat Mincer, and Vegetable Prep Attachment. 

Transmission 

The unique design yields high-torque mixing power while avoiding the high cost encountered in 

repairing direct-drive transmission components. 

Speeds (Agitator rpm) 

1st gear 71 rpm 

2nd gear 120rpm 

3rd gear 169rpm 

4rd gear 210rpm 

5rd gear 253rpm 

6rd gear 306rpm 

7th gear 355 rpm 

8rd gear 401 rpm 

9th gear 443 rpm 

10th gear 490 rpm 



Bowls and Agitators 

Standard equipment includes a 5-liter high-quality stainless-steel bowl, dough hook, flat beater, and 

whip. A sturdy hand lever on the body column raises and lowers the bowl as well as locking in place at 

the top and bottom positions. 

Finish 

Powder Coating 

Shipping Information 

N.W. 15.07 kgs 

G.W. 17.27 kgs 

Size (L x W x H) 

345mm x 389mm x 434mm 

 


